EWDT..

LIQUID DIFFERENTIAL PRESSURE
TRANSMITTERS 0-10VDC  4-20,

|:| These units can be used to

measure pressure or differential
pressure of water, diesel ofl, up
Lo 30% glycel or other neulral
Nlukls across pumps, ballers,
chillers valves atc. The 0-10vdc
oulpul signal is linear across
the range. Suitable for heating,

0-10vde = 10kE2

4-20mA = (supply =11v} - 0.02A = ohm
Response ime <10ms

Enclosure Flammability : UL84-v0  Max. ambient : 80°C

Load ;

EWDT..
Max consumplion <35mA
Cearamic sensor

Accuracy <1.0%

air conditioning and building
management systems.

For liquid levels 1m depth of
water = 100mbar,

The pressure line can be formed info a U shape/syphon
for media temperatures up to *300°C.

EWDT..

Mounting at any angle is possible

T 5 Max Medi Medi; P Entl :
e h TR TS =
EWDT-001 0100 mbar 0.6 Bar 2AVACIDG 0-10 wdc -15/+80" CeramiciStainless Stesl Bmm Compression IPES
EWDT-002  Q/200 mbar 1.2 Bar 24VACTDC 0-10 vde -15/#80*  Ceramic/Stainless Steel &mm Compression IPES
EWDT-025 Q250 mbar 1.2 Bar 2AVACTDC 0-10 wdo -15/+B0*  Ceramic/Stainless Steal Bmm Comprassion IPES
EWDT-004 0400 mbar 2 Bar 24VACTDC 0-10 vde =-15/+80"  Ceramic/Stainless Steel Bmm Compression IPE5
EWDT-005 (/500 mbar 3 Bar 24VACIDC 0-10 vdc -1a/+80*  CeramiciSlainless Steel Bmm Comprassion IPES
EWDT-006  Q/600 mbar 3 Bar 24VACTDC 0-10 vdc -15/+80*  Ceramic/Stainless Steel 6mm Compression IPGS
EWDT-1 01 bar G Bar 24VACIDC 0-10 wde -15/480"  Ceramic/Stainless Steel amm Compression IPES
EWDT-1.6 Q1.6 bar 12 Bar 24VACTDC 010 wdc =15/480"  Ceramic/Stainless Steel amm Compression IPES
EWDT-2.5 /25 bar 12 Bar 24VACIDC 0-10 vdc -15/+80"  Ceramic/Stainless Steel Gmm Compression IPES
EWDT-4 0f4 - bar 12 Bar 24VACIDG 0-10 vdc -15+80"  Ceramic/Stainless Steel &mm Compression 1PES
EWDT-8 lic bar 12 Bar 24VACIDC 010 wde -15/480*  Ceramic/Stainless Steel emm Compression IPES
EWDT-10 010 bar 20 Bar 2AVACIDC 0-10 vdc -15(+80"  Ceramic/Stainless Steel 6mm Compression IPES
OPTIONAL: EWDT..MA 4-20mA oulput 2 wire loop
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i ACCESSORIES:
EE-CTG Coppertube  6mm OD x 10m for Prassure Switches and Transmitters EEETH A
EE-MC1  Brass Male Compression fitting for 6mm OD tube x 1/s" BSP Male G Bt
EE-MC2  Brass Male Compressicn fitting for 6mm OD tube x /2" BSP Male
BCCR EWOT.. EWDT..MA
Brown 24V Brown————— +
White o 4-20mh
Green 0- 10 vdc Green |\ — —}  —
Min sansor / conlrod signal cable size 7/0,2mm Keap away from power cablesfunits which may cause interference,
Screenad cable is recommended. Max cable langth 100m The screen should be earthed at controller end only.
INSTALLATION:
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