
UK Sales Tel: 0845 345 7253 International Tel: +44 1732 861225 

Constant Torque Inverter Drives 

Page 1 of 2 

ID-CT 
Issue: 5.0 

Date Of Issue: 23/12/2010 
© 2010 Sontay Limited. All rights reserved. 

Features 

Specification Product Codes 

 Intuitive keypad control 
 Modbus RTU serial communications 
 Integral RFI filter 
 High overload capability 
 Energy saving optimisation parameter 
 PI Control 
 Four pre-set speeds 

Supply voltage: 
 Single phase  200 to 240Vac ±10% 
 3-phase  380 to 480Vac ±10% 
Supply frequency  48 to 62Hz 
Output ratings  Overload capacity 150% for 60 secs; 
   175% for 2 secs. 
Frequency   0 to 500Hz 
Programming  Via keypad (PC, PDA or smartphone 
   - contact CST for more information) 
Control method  Voltage vector 
V/ Hz ratio  Linear 
Programmable I/O: 
 2 x programmable DI inputs 
 2 x user-selectable AI or DOI inputs 
 1 x programmable AO or DO output 
 1 x VFC output  
Communications: 
 Modbus RTU, standard 
 Profibus DP (via gateway) - contact CST  
 DeviceNet (via gateway) - contact CST  
 RS485, standard 
Ambient conditions:  
 Operating  –10 to +50°C 
 Altitude  0 to 2000m 
 (de-rate 1% per 100m above 1000m) 
Protection  IP20 & IP66 options 
Dimensions: Frame type (H x W x D) 
 IP20  1  173 x 82 x 123mm 
  2  221 x 104 x 150mm 
  3  261 x 131 x 175mm 
 IP66  1  232 x 161 x 175mm 
  2  257 x 188 x 187mm 
  3  310 x 210.5 x 243mm 
Conformity  EN 61800-3:2004, EMC 
Country of origin UK 

Please see next page. 
 
 
Note: 
Full user/operating manuals are supplied with drives  
 
 
 



Whilst every effort has been made to ensure the accuracy of this specification, Sontay cannot accept responsibility for damage, injury, loss or 
expense resulting from errors or omissions. In the interest of technical improvement, this specification may be altered without notice. 
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Product Codes   

150% x 60 sec. Overload
Output Current Dynamic Frame

(kW) (A) Brake Type
IP20 Case Style 1-Phase, 200-240Vac Input with EMC Filter
ID-12037-1KB12 0.37 2.3 x 1
ID-12075-1KB12 0.75 4.3 x 1
ID-12150-1KB12 1.5 7 x 1
ID-22150-1KB42 1.5 7  2
ID-22220-1KB42 2.2 10.5  2
ID-32040-1KB42 4 16  3

3-Phase, 380-480Vac Input with EMC Filter
ID-14075-3KA12 0.75 2.2 x 1
ID-14150-3KA12 1.5 4.1 x 1
ID-24150-3KA42 1.5 4.1  2
ID-24220-3KA42 2.2 5.8  2
ID-24400-3KA42 4 9.5  2
ID-34055-3KA42 5.5 14  3
ID-34075-3KA42 7.5 18  3
ID-34110-3KA42 11 24  3

IP66 Case Style 1-Phase, 200-240Vac Input with EMC Filter
ID-12037-1KB1X 0.37 2.3 x 1
ID-12075-1KB1X 0.75 4.3 x 1
ID-12150-1KB1X 1.5 7 x 1
ID-22150-1KB4X 1.5 7  2
ID-22220-1KB4X 2.2 10.5  2
ID-32040-1KB4X 4 16  3

1-Phase, 200-240Vac Input, Switched with EMC Filter
ID-12037-1KB1Y 0.37 2.3 x 1
ID-12075-1KB1Y 0.75 4.3 x 1
ID-12150-1KB1Y 1.5 7 x 1
ID-22150-1KB4Y 1.5 7  2
ID-22220-1KB4Y 2.2 10.5  2
ID-32040-1KB4Y 4 16  3

3-Phase, 380-480Vac Input with EMC Filter
ID-14075-3KA1X 0.75 4.3 x 1
ID-14150-3KA1X 1.5 7 x 1
ID-24150-3KA4X 1.5 7  2
ID-24220-3KA4X 2.2 10.5  2
ID-24400-3KA4X 4 18  2
ID-34055-3KA4X 5.5 14  3
ID-34075-3KA4X 7.5 18  3

3-Phase, 380-480Vac Input, Switched with EMC Filter
ID-14075-3KA1Y 0.75 4.3 x 1
ID-14150-3KA1Y 1.5 7 x 1
ID-24150-3KA4Y 1.5 7  2
ID-24220-3KA4Y 2.2 10.5  2
ID-24400-3KA4Y 4 18  2
ID-34055-3KA4Y 5.5 14  3
ID-34075-3KA4Y 7.5 18  3

Constant Torque


